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Collaboration  in  Regional  Civilian  and  Military  Transportation  Planning 

Abstract 


The  Strategic  Mobility  21  (SM  21)  Program1  is  investigating  new  concepts  for  improving  the  utilization  of 
the  strategic  ports  in  Southern  California  for  military  and  civilian  purposes.  Among  project  goals  are 
justifying  the  building  of  new  regional  transportation  infrastructure  to  double  the  present  throughput  of 
container  shipments  through  the  ports  as  well  as  to  efficiently  support  the  surge  deployment  and 
sustainment  of  US  military  combat  assets  through  the  ports.  This  paper  describes  how  the  SM  21  program 
is  using  web-based  collaboration  technologies  including  wikis,  blogs;  and  Modeling,  Simulation  and 
Analysis  tools  to  address  two  key  program  areas:  a  regional  planning  interface  that  makes  data,  models,  and 
analyses  available  to  all  stakeholders  in  an  interactive  and  configurable  manner  and  a  specific  interface  that 
enables  collaboration  between  military  land  transportation  planners  and  military  ship  load  planners.  A  goal 
of  both  efforts  is  to  make  significant  improvements  in  both  how  information  is  shared  and  how  the 
consequences  of  different  courses  of  action  are  explored. 
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recommendations  expressed  in  this  materiel  are  those  of  the  author(s)  and  do  not  necessarily  reflect  the 
views  of  the  Office  of  Naval  Research. 


1  Introduction 

Included  among  the  significant  challenges  in  adapting  C2  to  the  21st  Century  are: 

1.  Enabling  the  re-use  of  at  least  portions  of  legacy  systems  in  new  developments.  Such  legacy 
systems  are  often  monolithic,  “stove-piped”  designs  not  developed  to  play  well  with  other 
systems. 

2.  Enabling  effective  use  of  modeling,  simulation,  and  analysis  (MSA)  tools  from  domains  not 
always  considered  in  the  past  in  military  planning.  This  includes  MSA  tools  useful  for  evaluating 
effects  in  all  of  the  PMESII  dimensions,  not  just  the  military  dimension. 

3.  Making  collaboration  more  effective  by  using  rapidly  evolving  and  increasingly  effective 
commercial  collaboration  technologies  such  as  document  libraries,  enterprise  search,  wikis,  blogs, 
and  workflow  management. 

The  Strategic  Mobility  21  (SM  21)  Program  is  addressing  these  and  other  challenges  as  part  of  its 
experimentation  with  innovative  concepts  for  improving  the  utilization  of  the  ports  in  Southern  California 
for  both  military  and  civilian  purposes.  SM21  project  goals  include: 

1 .  conducting  experiments  and  demonstrations  of  advanced  logistics  and  transportation  concepts, 
such  as  net  enabled  logistics; 

2.  assuring  access  to  the  ports  of  Los  Angeles  and  Long  Beach  by  the  US  military  for  surge 
deployment  and  sustainment  distribution;  and 

3.  developing  a  planning  infrastructure  to  study  alternative  regional  transportation  concepts  that  can 
significantly  increase  the  present  throughput  of  container  shipments  through  Southern  California. 

Among  the  concepts  being  investigated  by  SM2  lisa  new  type  of  dual-use  (military  and  civilian)  facility 
called  a  Joint  Power  Projection  Support  Platform  (JPPSP).  If  the  concept  proves  feasible,  the  first  JPPSP 
would  be  located  at  the  Global  Access  facility  that  includes  the  Southern  California  Logistics  Airport 
(SCLA)  being  built  on  the  site  of  the  former  George  Air  force  Base  near  Victorville,  California 
(http://www.logisticsairport.com/  ).  This  JPPSP  would  function  as  an  “inland  port”,  playing  an  important 
role  in  both  commercial  goods  movement  in  the  region  and  the  staging  and  moving  of  military  equipment 
and  supplies  to  the  ports. 

The  SM21  program  believes  that  significant  changes  in  both  business  processes  and  in  functional 
capabilities  will  be  required  to  achieve  project  goals  and  justify  the  creation  of  the  first  JPPSP.  Specifically: 

1.  The  ability  of  all  stakeholders  to  better  understand  and  evaluate  alternative  transportation  and 
logistics  concepts  will  be  enabled  by  the  creation  of  an  effective  collaborative  environment  for 
regional  planning. 

2.  The  impact  of  military  usage  at  the  ports  on  simultaneous  civilian  use  will  be  significantly  reduced 
by  implementing  new  processes  for  loading  military  equipment  onto  strategic  sealift  ships  as  well 
as  for  planning  and  managing  the  transportation  of  that  equipment  to  the  ports. 

This  paper  describes  the  “web  portal”  developed  by  the  SM21  program  to  achieve  the  above  objectives. 

2  The  opportunity 

2. 1  Regional  planning 

Today,  collaborative  regional  planning  takes  place  over  long  periods  and  is  based  on  stakeholders 
reviewing  “paper”  reports  produced  by  contractors.  Each  report  typically  takes  12  to  18  months  to  produce. 
The  underlying  data  and  assumptions  in  these  reports  are  almost  never  made  public,  hindering  the  ability  of 
others  to  understand  the  results  and  how  these  results  were  derived.  There  is  an  urgent  need  to  change  the 
situation  by  establishing  a  collaborative  environment  where  all  data,  models,  simulations,  and  analyses  are 
publicly  available  for  scrutiny  along  with  the  results  derived  by  them.  Interested  parties  who  read  the 
research  as  well  as  the  collaborators  participating  in  the  research  require  the  ability  to  modify  input  data 


and  model  assumptions  and  to  rerun  any  underlying  simulations  or  analyses  and  compare  the  results  with 
previous  runs.  Publishing  research  results  only  as  a  static  report  makes  such  a  capability  unavailable. 

The  SM21  program  has  realized  that  today’s  technology  presents  an  opportunity  to  change  the  nature  of  the 
regional  planning  process.  Planning  products  can  now  be  living  documents,  created  and  published  on 
collaborative  web  portals.  The  publications  can  be  “live”  in  the  sense  that  important  information  needed  to 
create  them  as  well  all  the  modeling,  simulation,  and  analysis  tools  used  in  their  creation  can  be  made 
available  to  stakeholders.  In  particular,  far-reaching  exploration  of  alternative  future  concepts  for  goods 
movement  from  the  ports  of  Los  Angeles  and  Long  Beach  into  and  through  the  Southern  California  region 
can  be  investigated  and  better  understood.  This  will  lead  to  an  understanding  of  the  benefits  that  a  JPPSP  in 
Victorville  as  well  as  other  proposed  transportation  and  logistics  infrastructure  investments  would  have  in 
the  region. 

2.2  Military  transportation  planning 

Today,  military  deployments  can  have  a  major  impact  on  the  operations  of  a  busy  commercial  port  such  as 
the  port  of  Long  Beach.  When  a  unit  such  as  a  Stryker  Brigade  Combat  Team  (SBCT)  is  deployed  through 
such  a  port,  all  of  the  unit  equipment  is  moved  to  the  port  and  stored  there  before  loading  operations  begin. 
The  result  is  that  between  20  and  30  acres  of  valuable  on-dock  space  is  occupied  for  many  days  by  military 
equipment.  After  all  the  deploying  equipment  is  staged  at  the  port,  ship  loading  operations  are  initiated 
without  employing  the  full  loading  capability  of  the  ship,  a  situation  that  typically  adds  days  or  more  to  the 
total  loading  time. 

The  SM21  program  will  substantially  improve  the  current  situation,  once  again  allowing  the  US  military 
assured  access  to  important  strategic  ports.  We  will  accomplish  this  by: 

1 .  applying  today’s  technology  together  with  selected  process  improvements, 

2.  the  development  of  a  small  amount  of  new  software, 

3.  the  development  of  a  few  new  interfaces,  and 

4.  adding  a  new  JPPSP  that  can  serve  as  a  “buffer”. 

This  opportunity  will  be  created  by  coordinating  ship  and  rail/convoy  planning  in  such  a  way  that 
equipment  arrives  at  the  port  “just  in  time”  and  in  the  correct  order  to  be  loaded  onto  a  ship.  As  a  result,  the 
on-dock  acreage  required  will  be  reduced  to  5  acres  or  less  and  the  entire  ship  loading  process  will  be 
accomplished  in  less  than  two  days. 

2.3  Technology 

In  the  past,  tools  to  support  collaboration  have  been  scattered,  special-purpose,  and  not  well-integrated 
[FOUS].  For  example,  in  our  previous  research  [CARS],  we  used  a  single  tool  (a  wiki)  that  we  integrated 
ourselves  with  Instant  Messaging  and  e-mail  to  conduct  a  study  of  collaboration  in  a  joint  forces  planning 
environment.  Today,  well-integrated  and  highly  functional  suites  such  as  Microsoft  Office  supported  by 
SharePoint  Server  2007  can  connect  people,  process,  and  information  together  with  a  seamless  set  of 
integrated  tools  [MICR].  This  makes  it  possible  to  deploy  collaborative  environments  to  support  virtual 
organizations  with  minimal  custom  software  development.  We  can  now  integrate  collaboration,  portals, 
search,  content  management,  processes  and  forms,  and  intelligence  with  minimal  effort  and  focus  our 
research  on  providing  value-added  integration  with  legacy  COTS  and  GOTS  products. 

3  Related  research 

Effective  collaboration  among  disparate  parties  in  a  networked  environment  is  viewed  as  a  critical  in  the 
DoD’s  vision  of  network  centric  operations  [ALBE1],  [ALBE2].  Scott  and  others  [SCOT]  have  evaluated 
the  effectiveness  of  traditional  commercial  collaboration  technologies  such  as  email,  instant  messaging, 
video  and  desktop  conferencing  in  a  military  command  and  control  environment  focusing  on  achieving 
activity  awareness  in  on-going  activities.  Our  present  research  differs  in  that  we  are  looking  at  longer-term 
collaborations  that  take  on  the  order  of  weeks  or  months  to  accomplish  and  that  require  access  to 


substantial  amounts  of  supporting  data  and  information  as  well  as  to  modeling,  simulation  and  analysis 
tools. 

Many  papers,  notably  Fouss  and  Chang  [FOUS]  have  developed  taxonomies  and  classifications  of 
collaborative  tools.  Among  these  tools,  both  others  and  we  have  evaluated  wiki  technology  as  a  tool  to 
support  collaboration.  Scott  and  his  collaborators  reported  “Wiki-style  collaborative  efforts  work  within 
communities  of  users  because  they  establish  systems  of  trust  and  reputation”  [SCOT].  The  well-known 
Wikipedia  project  started  in  2001  and  currently  the  English  edition  contains  about  1.4  million  articles, 
contributed  by  volunteers  from  all  over  the  world  [WIKI].  The  GSA  has  developed  the  wiki-based  COLAB 
[GSA],  an  open  collaborative  work  environment  (CWE)  to  support  networking  among  communities  of 
practice  and  demonstrated  its  effectiveness  in  several  complex  collaborative  developments.  Our  own  past 
research  [CARS]  developed  linguistic  techniques  for  evaluating  the  effectiveness  of  ongoing 
collaborations.  The  present  research  is  distinguished  because  we  incorporate  wikis,  blogs,  discussion  lists, 
and  similar  types  of  web-based  collaboration  and  information  tools  as  elements  of  an  integrated  approach  to 
support  collaborative  work. 

The  UrbanS  im  work  of  Alan  Boming  and  others  at  the  University  of  Washington 
(http://www.urbansim.org/ )  uses  a  custom  code  base  that  emphasizes  behavioral  theory,  using  an  explicit 
treatment  of  individual  agents  such  as  households,  jobs,  and  locations,  and  a  micro- simulation  of  the 
choices  that  these  agents  make  over  time  [BORN].  It  consists  of  a  set  of  interacting  component  models  that 
simulate  different  actors  or  processes  within  the  urban  environment.  This  approach  is  complementary  to 
ours.  Our  Modeling,  Simulation,  and  Analysis  approach  concentrates  on  integrating  widely  used  tools  and 
approaches  in  time-domain  simulation  (such  as  Arena  [AREN]),  cost  based  optimization  of  transportation 
systems  (such  as  MATLOG  used  with  MATLAB  [MATL]  and  general  purpose  MILP  solvers),  and 
traditional  economic  cost  modeling  using  business  intelligence  tools  such  as  Microsoft  Excel  [EXCE]. 
Also,  the  approach  taken  by  UrbanSim  “requires  exogenous  input  information  derived  from:  population 
and  employment  estimates  ,  regional  economic  forecasts,  transportation  system  plans,  land  use  plans,  and 
land  development  policies  such  as  density  constraints,  environmental  constraints,  and  development  impact 
fees”  while  our  approach  focuses  on  developing  information  such  as  this  input  data  by  collaborative  work. 

The  Southern  California  Association  of  Governments  has  begun  the  development  of  the  SCAG  Regional 
Goods  Movement  Knowledge  Base  [SCAG].  This  knowledge  base  provides  a  search  engine  that  currently 
references  about  1 95  papers  and  reports,  however  full  text  is  not  available  for  most  of  these  at  the  time  of 
this  writing.  Our  research  differs  because  our  collaborative  environment  includes  not  only  reports  and 
papers  but  also  the  underlying  data  and  tools  required  to  understand  information  in  the  reports.  We  are 
working  with  SCAG  to  insure  that  our  tools  will  be  complementary  to  theirs.  Ambite  and  others  have 
studied  how  data  from  heterogeneous  sources  related  to  the  Southern  California  region  might  be  combined 
for  better  freight  flow  analysis  and  planning  [AMBI],  however  they  have  not  implemented  tools  to  enable 
any  of  their  recommendations.  Our  research  considers  their  approach  and  aims  to  realize  selected  portions 
of  it  in  practice. 

4  The  SM  21  approach 

4. 1  Developing  requirements 

The  starting  point  for  the  SM  2 1  program  was  previous  research  and  experimentation  on  the  concept  of  an 
agile  port  [MONG].  As  originally  defined  in  1997  [APS],  my  Agile  Port  (AP)  is  a  marine  terminal  capable 
of  accommodating  military  surge  and  sustainment  cargoes  while  minimizing  disruption  of  commercial 
operations  within  the  terminal.  This  concept  has  expanded  since  its  initial  definition  and  today  includes 
within  its  scope  making  the  operations  of  existing  intermodal  marine  terminals  more  efficient  while 
simultaneously  permitting  military  use  of  these  marine  terminals. 

Previous  research  and  experimentation  on  agile  port  concepts  has  addressed  only  business  process 
improvements  without  specifically  addressing  the  several  key  areas  that  are  essential  to  the  deployment  of 
the  concept  commercially: 

1 .  identifying  and  filling  specific  gaps  in  military  transportation  and  ship  load  planning  required  to 
implement  an  agile  port; 


2. 


development  of  MSA  tools  that  show  the  benefits  of  agile  ports  and  efficient  marine  terminals  to 
stakeholders,  including  the  local  community;  and 

3.  building  consensus  within  a  region  regarding  the  quantifiable  benefits  of  agile  port  and  efficient 
marine  terminal  concepts. 

The  starting  point  for  defining  requirements  for  filling  gaps  in  military  systems  was  conducting  interviews 
with  selected  CONUS  Transportation  Battalions  from  the  Surface  Deployment  and  Distribution  Command 
(SDDC).  These  battalions  are  responsible  for  transportation  planning  and  military  operations  at  ports  within 
their  respective  areas  of  operations.  In  addition,  we  already  knew  from  our  past  experience  that  two  DoD 
systems  were  key  elements  in  the  process  of  moving  military  equipment  to  ports  and  loading  it  onto  ships: 
the  Integrated  Computerized  Deployment  System  (ICODES)  [ICOD]  and  the  Transportation  Coordinator’s 
Automated  Information  for  Movements  System  II  (TCAIMS-II)  [TCAI].  Therefore,  meetings  were  held 
with  the  developer  of  ICODES  and  with  the  Program  Office  for  TCAIMS-II  to  explore  how  each  system 
was  employed  today,  what  planned  improvements  were  scheduled,  and  what  was  their  view  of  gaps  in 
functionality  or  processes.  From  these  meetings  a  list  of  specific  gaps  and  the  functional  requirements  to  fill 
each  were  identified.  These  gaps  were  all  within  the  scope  of  the  effort  of  the  SM2 1  program  to  fill  as 
described  further  in  4A 

The  starting  point  for  defining  requirements  for  better  use  of  MSA  tools  and  for  building  regional 
consensus  was  a  series  of  interviews  and  meetings  that  the  SM21  project  held  with  project  stakeholders  in 
2006.  In  addition,  the  latest  reports  and  plans  produced  by  the  Metropolitan  Planning  Organization 
responsible  for  the  Los  Angeles  area  (the  Southern  California  Association  of  Governments  (SCAG)),  the 
port  authorities  responsible  for  the  ports  of  Los  Angeles  and  Long  Beach,  local  transportation  agencies,  and 
others  were  reviewed  to  establish  the  current  state  of  knowledge  and  information/tool  sharing  in  the  region. 
These  efforts  established  a  list  of  key  challenges  that  were  within  the  scope  of  the  SM  2 1  program  to 
address.  These  are  described  further  in  43. 

In  all  cases,  the  requirements  that  the  SM  21  program  chose  to  address  were  scoped  by  the  size  of  the 
funded  SM  21  effort  as  well  as  certain  key  principles: 

1 .  maximize  the  use  of  commercially  available  software  and  the  use  of  commercial  best  practices; 

2.  use  the  principles  of  Service  Oriented  Architecture  to  develop  small,  independent,  and  re-usable 
components  that  could  be  integrated  in  multiple  ways  into  existing  systems;  and 

3.  within  other  constraints,  maximize  the  benefits  of  SM  21  development  work  to  the  local  region, 
especially  the  city  of  Victorville,  CA. 

4.2  Top  level  system  use  case  diagram 

Figure  1  is  a  top-level  use  case  diagram  describing  key  elements  of  a  JPPSP.  Of  importance  to  the  present 
paper  are  these  aspects  of  a  JPPSP: 

1 .  Unit  movements,  including  deployments  through  strategic  ports,  are  planned  using  TCAIMS-II. 

2.  Ship  stow  plans  are  created  using  ICODES,  a  knowledge-based  ship  stow  planning  software 
application  that  utilizes  artificial-intelligence  principles  and  techniques  to  assist  embarkation 
specialists  in  the  rapid  development  of  cargo  stow  plans 
(http://www.cdmtech.com/web/guest/pages/products/ICODES ). 

3.  Main  elements  of  the  JPPSP  itself  are  operated  by  a  COTS  Terminal  Operating  System  that  can 
manage  the  arrival  of  goods  and  equipment  by  air,  truck  or  rail,  transfers  between  modes  of 
transportation,  short-term  storage  within  the  multi-modal  and  intermodal  yards,  and  the  onward 
movement  of  goods  and  equipment. 

4.  JPPSP  models  and  data  support  the  regional  planning  process. 

5.  Efficient  port  operations  are  based  on  concepts  investigated  and  proven  by  SM21  efforts. 

The  next  two  subsections  describe  JPPSP  facilities  that  support  regional  planning  and  surge  deployments  in 
more  detail. 


4.3  Regional  planning 

In  its  early  stages,  the  SM  2 1  Program  realized  that  the  program  itself  needed  to  make  the  case  for  the  use 
of  the  ports  of  Los  Angeles  and  Long  Beach  for  surge  deployment  and  sustainment.  In  addition,  the 
program  needs  to  make  the  case  for  the  build-out  of  additional  transportation  and  logistics  infrastructure 
within  the  Southern  California  area,  notably  in  the  Victorville  area  as  well  as  between  the  ports  and 
Victorville.  The  most  convincing  justification  for  building  new  infrastructure  is  achieving  higher  container 
throughput  through  the  ports.  Secondary  justifications  include  the  reduction  of  the  impact  of  container 
shipments  on  the  region.  Providing  the  US  military  assured  access  to  the  ports  would  not  by  itself  justify 
the  construction  of  a  JPPSP  in  Victorville  or  any  of  the  infrastructures  needed  to  support  commercial  uses. 

There  are  many  potential  solutions  to  regional  problems.  The  effects  of  choices  for  individual  aspects  of 
solution  often  are  confounded  and  are  challenging  to  visualize  and  understand.  We  concluded  that  better 
collaborative  tools  should  support  such  regional  planning.  In  fact,  within  the  SM21  project  itself,  many 
different  integrated  product  teams  were  at  work  on  various  elements  of  the  project.  This  led  to  a  similar 
need  to  coordinate  this  work,  enabling  those  on  different  teams  to  understand  the  work  of  others,  to 
understand  how  information  created  by  other  tasks  affects  their  tasks,  and  for  displaying,  visualizing, 
interacting  with,  and  understanding  the  results  of  various  simulation,  modeling,  and  analysis  efforts. 

As  we  investigated  alternatives,  we  realized  that  Metropolitan  Planning  Organizations  such  as  the  Southern 
California  Association  of  Governments  (SCAG)  also  needed  to  coordinate  activities  in  many  different  areas 
and  enable  interdisciplinary  understanding  of  analysis,  modeling,  and  simulation  work.  Today,  most  of 
such  work  is  presented  in  a  static  manner  in  reports  that  take  a  long  time  to  produce  and  have  hidden  input 
data  and  non-specified  or  ill-specified  assumptions.  These  reports  present  only  a  limited  number  of  the 
possibilities  considered  in  their  tables  and  graphs,  not  allowing  the  reader  to  interact  with  the  models  and 
analyses,  for  example,  by  changing  certain  assumptions,  and  looking  at  the  resulting  differences. 


The  approach  that  we  developed  called  for  replacing  static  analyses  with  living,  collaborative  web  portals 
where  input  data  as  well  as  analyses,  models,  and  simulations  could  be  automatically  configured  into 
effective  systems  for  understanding  various  aspects  of  transportation  and  logistics  in  the  region.  Our  goal 
was  to  allow  many  alternative  models  and  sets  of  input  data  to  be  organized,  understood,  and  configured  in 
different  manners  to  create  those  models  and  simulations  capable  of  answering  specific  regional  planning 
questions. 

The  functional  requirements  (see  4.1)  we  developed  for  our  Regional  Planning  Web  Portal  are: 

1 .  Provide  basic  data  sets  to  support  regional  planning.  These  include: 

a.  schedules  of  ship  arrivals 

b.  rail  schedules 

c.  data  on  containers  shipped  through  the  ports  (Port  Import  Export  Reporting  Service 
(PIERS)  data,  see  http://www.piers.com ) 

2.  Provide  an  ontology  of  concepts  with  definitions  and  relationships  for  use  in  describing  key  issues 
in  regional  planning  including  goods  movement.  This  will  be  implemented  in  the  context  of  a  wiki 
that  readers  can  edit  so  that  the  content  may  evolve.  UML  diagrams  will  be  included  as 
appropriate.  The  "ontology"  is  basically  the  framework  around  which  the  wiki  entries  are 
organized.  Users  will  be  able  to  search  for  articles  and  supporting  documents  that  define  or  explain 
concepts. 

3.  Provide  a  common  user  interface  that  supports  developing  networks  (sets  of  nodes  and  arcs)  as 
well  as  data  associated  with  network  elements  (such  as  cost  functions,  delay  characteristics,  transit 
times,  etc).  This  will  be  the  common  framework  around  which  models  and  simulations  are  defined 
and  optimization  analyses  organized.  The  intent  is  to  provide  a  vendor- independent  front  end  that 
can  be  used  over  technologies  that  are  too  arcane  for  direct  use  by  non-experts. 

4.  Provide  a  common  user  interface  for  presenting  and  comparing  the  results  of  analysis,  simulation, 
and  model  "runs".  This  will  use  Excel  as  its  basis  but  with  2D  and  3D  graphics  to  be  added  later. 
Again,  the  intent  is  to  provide  a  vendor-independent  back  end  that  can  be  used  over  technologies 
that  are  too  arcane  for  direct  use  by  non-experts. 

5.  Provides  blogs  where  project  personnel  can  share  information. 

6.  Provide  wiki’s  where  project  personnel  and  stakeholders  can  carry  out  discussions  of  key  issues. 
Functionality  will  be  added  later  to  help  form  groups,  locate  experts,  and  advise  leaders  on  how  to 
guide  discussion,  achieve  consensus,  and  publish  results. 

7.  Provide  a  place  for  sharing  documents  with  individual  security  control  at  the  document  level  for 
restricting  access. 

8.  Provide  search  over  the  whole  web  portal,  including  tag-based  search  over  data  set  contents. 

9.  Provide  tools  that  extrapolate  historical  data  to  create  input  data  to  drive  simulations  and  analyses. 

Our  technical  approach  to  meeting  the  above  requirements  is  based  on: 

1 .  using  blogs  to  express  points  of  view  and  share  information; 

2.  using  wikis  to  build  consensus  in  various  areas  by  providing  persistence  that  can  evolve  over 
time; 

3.  accept  and  incorporate  data  natural  formats  such  as  text  files,  spreadsheets,  etc.,  and  tag  it 
according  to  various  ontologies/schemas  to  allow  it  to  be  searched  and  mined;  and 

4.  integrate  modeling,  simulation,  and  analyses  along  with  visualization  as  part  of  the  wikis. 

Additional  elements  of  our  approach  are: 

1 .  centralized  databases  and  the  systems  built  on  them  are  not  a  suitable  direct  basis  for  our  work 
(however  “hidden  databases”  used  by  tools  such  as  a  shared  search  provider  will  be  present); 

2.  all  models/schemas/ontologies  are  local,  have  limited  scope,  and  will  evolve;  competing 
models/schemas/ontologies  are  good,  not  bad;  these  express  alternative  points  of  view; 

3.  centralized  and/or  standardized  data  dictionaries  are  not  appropriate;  and 

4.  achieving  shared  knowledge  by  human  participants  over  some  limited  “universe  of  discourse” 
at  a  point  in  time  is  a  goal  -  and  this  process  is  repeated  many  times  as  the  dialog  evolves; 
collaboration  enables  the  communication  that  allows  shared  visions  to  be  developed. 


Figure  2  shows  the  top-level  user  interface  of  the  Regional  Planning  Web  Portal  that  we  have  developed. 

Key  aspects  of  the  operation  of  the  portal  are: 

1.  The  SM21  Stakeholder  wiki  library  contains  data  about  project  stakeholders.  Each  library 
page  contains  contact  data,  links  to  web  sites,  and  other  important  information.  Examples  of 
stakeholders  are:  SCAG,  terminal  at  the  ports,  the  Class  I  railroads,  and  the  City  of 
Victorville.  These  pages  will  evolve  over  time  as  stakeholders  supplement  and  correct  them. 

2.  The  SM21  Wikipedia  is  an  encyclopedia  that  contains  the  “ontology”  used  throughout  all 
SM21  wikis.  The  wiki  defines  all  concepts;  related  concepts  are  cross-linked.  UML  describes 
concepts  where  appropriate.  Links  to  important  sources  of  external  information  are  included. 
These  pages  will  evolve  over  time  as  stakeholders  supplement  and  correct  them.  The  initial 
page  links  directly  to  two  indices,  one  alphabetical  and  one  topical.  Access  to  the  wikipedia  is 
typically  by  using  the  search  box  on  any  page. 

3.  Shared  Document  Library:  This  is  a  place  to  upload  and  share  documents.  It  is  expected  that 
documents  will  be  converted  and  merged  with  other  content  elsewhere  in  the  wiki. 
Documents  are  organized  in  folders  based  on  common  topics. 

4.  Wiki  discussions:  This  is  the  place  where  discussions  may  be  held. 

5.  Modeling,  Simulation,  and  Analysis  (MS&A):  This  is  a  wiki  library  page  that  introduces  how 
the  site  organizes  MS&A  data,  how  programs  may  be  executed,  and  how  data  may  be  viewed. 
A  hidden  document  library  stores  web  parts  pages.  Excel  spreadsheets  organize  most  MS&A 
data,  although  some  of  it  may  be  visualized  in  other  ways  also  (such  as  Visio  diagrams.) 
There  is  one  page  per  "document  type"  used  in  MS&A.  Each  page  will  includes  a  definition 
of  the  fields,  an  explanation  of  how  fields  work  together  to  achieve  a  given  function,  and  a  list 
of  the  files  of  that  type  currently  on  the  site.  The  user  can  sort  and  filter  rhese  lists  in  various 
ways. 

6.  Locations  and  Objects:  This  page  defines  and  gives  access  to  the  Nodes  and  Locations 
Document  Library.  It  describes  the  format  of  each  file  in  the  library  and  gives  a  list  of  the  files 
currently  in  the  library.  There  will  be  a  similar  page  for  each  library  type.  One  example  file  is: 
Nodes  at  POLB  (the  Port  of  Long  Beach)  that  lists  the  terminal  at  the  port  along  with  their 
characteristics. 

7.  All  pages  contain  a  search  box  with  a  link  to  "Advanced  search"  also.  The  site  uses 
"Sharepoint  Server  for  Search  2007"  which  has  very  advanced  search  capabilities,  including 
customizable  search  engines  and  search  based  on  metadata. 
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Figure  2.  Top  level  regional  planning  interface 


A  key  aspect  of  the  Regional  Planning  Web  Portal  is  the  integration  of  disparate  modeling,  simulation,  and 
analysis  tools  into  a  common  framework.  The  three  tools  that  are  initially  integrated  are: 

1 .  the  Arena  [AREN]  business  process  modeling  and  time  domain  simulation  program, 

2.  the  MATLAB  [MATL]  environment  for  computationally  intensive  tasks,  and 

3.  the  lpsolve  [LPSO]  mixed  integer  and  linear  program  (MILP)  solver  (initially  solving  least  cost 
path  optimizations). 

These  tools  are  all  arcane  and  difficult  to  use  by  non  experts.  Each  has  its  own  unique  input  language,  user 
interface,  and  output.  The  Regional  Planning  Web  Portal  provides  common  input  languages  (Excel 
spreadsheets  and  node-arc  network  visualizations)  for  all  three  tools.  The  code  behind  the  web  portal 
translates  the  information  that  the  user  enters  into  the  input  data  required  by  the  tool,  executes  the  tool,  and 
then  translates  the  tool  output  back  into  common  output  languages  (Excel  spreadsheets  and  geo-spatial 
visualizations)  allowing  the  data  to  be  viewed  and  analyzed  using  a  host  of  common  business  intelligence 
tools. 


As  an  example,  we  consider  the  solution  of  a  least  cost  path  optimization  problem  using  lp  solve.  The  first 
step  is  either  selecting  pre-defmed  sets  of  nodes  from  the  Locations  and  Objects  library  and  arcs  from  the 
Connections  Library  within  the  web  portal  or  creating  custom  sets  (based  on  predefined  sets)  for  the 
problem  to  be  solved.  Figure  3  presents  one  of  the  sets  of  nodes. 
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Figure  3.  Locations  and  Objects  library  example 


The  Locations  and  Objects  library  is  a  repository  of  Microsoft  Excel  spreadsheets  each  of  which  defines 
one  or  more  locations  or  objects  useful  for  modeling,  simulation,  and  analysis.  Each  line  in  a  spreadsheet 
defines  a  different  location  or  object.  Each  spreadsheet  groups  locations  or  objects  defined  for  a  specific 
purpose,  such  as  modeling  the  terminals  at  a  port. 

Each  spreadsheet  in  this  library  must  conform  to  a  specific  format;  however,  some  information  is  optional 
and  need  not  be  provided  for  all  applications.  Each  spreadsheet  consists  of  a  single  workbook  with  the 
following  columns: 

1 .  Name:  a  short  human-readable  name  for  the  location  or  object; 

2.  Description:  a  free  form  text  describing  the  location  or  object  (optional); 

3.  Address:  the  location  of  the  location  or  object  as  a  postal  address,  if  applicable  (optional); 

4.  Geo-location:  the  coordinates  of  the  location  or  object  together  with  the  spatial  reference  frame  in 
which  the  coordinates  are  specified  (optional);  and 

5.  {(property  name,  property  data)} :  zero  or  more  pairs  of  property  names  and  property  data,  each 
entered  in  two  adjacent  columns. 

Supported  properties  (of  relevance  to  least  cost  path  analysis  -  there  are  others  that  are  not  listed  here) 
include: 

1 .  Node  Cost:  The  cost  in  dollars  to  move  a  single  entity  through  the  node. 

2.  Node  Capacity  UB:  The  largest  number  of  entities  that  the  node  can  process  in  a  single  unit  of 
time. 

3.  Node  Capacity  LB:  The  smallest  number  of  entities  that  the  node  can  process  in  a  single  unit  of 
time.  This  is  normally  zero  (0). 

4.  Supply/Demand:  The  number  of  entities  sourced  from  (positive  integers)  of  sinked  into  (negative 
numbers)  that  node  in  a  single  unit  of  time. 

Wherever  possible,  all  data  entered  in  the  web  portal  is  automatically  annotated  with  links  to  appropriate 
geo-spatial  visualizations.  For  example,  each  of  the  geo-location  properties  in  the  nodes  file  in  Figure  3  is 
linked  to  a  hybrid  map  that  shows  the  node  location  and  allows  a  user  to  interact  with  that  visualization  in 
2D  or  3D.  These  visualizations  are  created  by  the  Microsoft  Visual  Earth  web  service.  Figure  4  shows  two 
different  visualizations  of  the  Hobart  node  (a  Los  Angeles  area  intermodal  center),  one  a  2D  hybrid  map 


Figure  4.  Geospatial  visualization  in  the  web  portal 


The  second  element  of  the  common  user  interface  in  the  web  portal  is  a  library  of  Connections.  This  library 
contains  files  that  define  connections  among  sets  of  Locations  and  Objects  defined  in  the  Locations  and 
Objects  library.  Figure  5  shows  a  set  of  arcs  defined  using  the  nodes  from  Figure  3. 
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Figure  5.  Connections  Library  example 


Each  Connections  Library  files  is  based  on  some  or  all  of  the  Locations  and  Objects  defined  in  a  single  file 
in  the  Locations  and  Objects  library.  Each  connection  is  modeled  as  a  directed  arc  in  a  graph  over  the  nodes 
in  the  Locations  and  Objects  library  file.  Not  all  nodes  from  the  base  file  need  be  included  in  the  set  of 
Connections.  Multiple  arcs  (Connections)  between  two  nodes  are  allowed. 


Each  Excel  spreadsheet  in  this  library  must  conform  to  a  specific  format;  however  some  information  is 
optional  and  need  not  be  provided  for  all  applications.  Each  spreadsheet  consists  of  a  single  worksheet  with 
the  following  columns  (of  relevance  to  least  cost  path  analysis  -  there  are  others  that  are  not  listed  here): 

1 .  Link  name:  An  optional  name  for  the  link. 

2.  L  and  O  File  name:  The  name  of  the  file  in  the  Locations  and  Objects  Library  that  defines  the 
nodes  used  in  these  connections. 

3.  Start:  The  name  of  the  starting  node  as  specified  in  the  column  in  the  Locations  and  Objects 
Library  file. 

4.  End:  The  name  of  the  starting  node  as  specified  in  the  "Name"  column  in  the  Locations  and 
Objects  Library  file. 

5.  Cost:  The  cost  in  dollars  to  transport  a  single  entity  on  this  Connection. 

6.  Link  capacity  UB:  The  maximum  capacity  of  this  Connection  per  unit  time. 

7.  Link  capacity  LB:  The  minimum  capacity  of  this  Connection  per  unit  time.  This  is  normally 
zero(O). 

An  Economics  Data  Library  (see  the  example  in  Figure  6)  provides  cost  figures  that  populate  the  Cost 
properties  in  both  the  Locations  and  Objects  Library  and  the  Connections  Library.  Cost  elements  (including 
time)  may  be  assigned  to  both  nodes  and  arcs  and  all  costs  may  have  values  that  are  single  values,  a  range, 
or  a  sample  from  a  specified  probability  distribution. 
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Figure  6.  Example  economics  data 


Other  libraries  within  the  web  portal  that  are  not  described  in  detail  here  provide  a  basis  for  the  creation  of 
other  properties  within  both  the  Locations  and  Objects  Library  and  the  Connections  Library.  These  include: 

1 .  a  Historical  Data  Library  that  contains  summary  information  on  goods  movement  into,  through, 
and  out  of  the  local  area’ 

2.  a  Shipping  Schedule  Library  that  contains  past  and  future  information  on  ship  arrivals  and 
departures  at  the  ports; 

3.  a  Rail  Schedule  Library  that  contains  past  and  future  information  on  scheduled  intermodal  rail 
arrivals  and  departures  in  the  region’  and 

4.  a  Workload  Library  whose  members  may  be  created  based  datasets  in  the  Historical  Data  Library, 
Shipping  Schedule  Library,  or  Rail  Schedule  Library.  Built  in  tools  allow  historical  data  to  be 
extrapolated  into  the  future. 


Finally,  a  user  may  aggregate  a  set  of  nodes  and  arcs  as  a  single  node  within  another  Connections  Library 
file,  thereby  allowing  models  to  be  hierarchical. 


The  web  portal  provides  a  separate  page  for  setting  up  and  executing  each  modeling,  simulation,  and 
analysis  tool.  Input  and  output  file  names  may  be  selected  and  the  input  and  output  data  may  be  visualized. 


Figure  7  shows  the  geo-spatial  visualization  of  the  input  and  output  data  for  the  example  problem  while 
Figure  8  shows  a  subset  of  the  output  in  spreadsheet  format.  On  the  right,  the  input  nodes  and  arcs  are 
visualized  while  on  the  left  the  analysis  output  is  visualized  by  adjusting  the  thickness  of  an  arc  to  represent 
to  volume  of  flow  on  that  arc  in  the  optimal  solution.  The  web  portal  uses  the  Microsoft  MapPoint  web 
- : - — ~  * - these  geospatial  visualizations  over  large  regions. 


Figure  7.  Least  cost  path  visualizations 
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Figure  8.  Example  spreadsheet  least  cost  path  output 


4.4  Military  transportation  planning 

To  reduce  the  major  impact  that  military  deployments  can  have  on  the  operations  of  a  busy  commercial 
port,  such  as  the  port  of  Long  Beach,  the  SM21  program  developed  an  approach  based  on: 

1 .  applying  today’s  collaboration,  planning,  and  algorithm  technologies; 

2.  implementing  some  process  improvements  in  the  manner  in  which  ships  are  loaded  at  the  port; 

3.  continuing  to  use  the  functionality  of  legacy  systems  such  as  ICODES  and  TCAIMS-II  by 
adapting  key  elements  of  those  systems  into  a  Service-Oriented  Architecture  usable  by  a  web 
portal; 

4.  development  of  a  small  amount  of  new  algorithms  and  software  to  fill  key  gaps; 

5.  using  the  functionality  of  a  JPPSP  in  Victorville  to  serve  as  a  “buffer”  for  incoming  equipment  as 
well  as  a  location  where  equipment  can  be  re-ordered  on  rail  cars  or  in  convoys  to  respond  to 
unexpected  circumstances. 

We  identified  key  gaps  that  our  JPPSP  needed  to  fill: 

1.  ICODES  develops  effective  ship  stow  plans,  yet  it  provides  no  functionality  to  create  a  ship¬ 
loading  plan  from  such  a  ship  stow  plan.  Such  a  plan  would  specify  the  hatches  and  ramps  from 
which  a  ship  is  to  be  loaded  as  well  as  the  time-sequenced  order  in  which  equipment  is  to  be 
loaded  onto  the  ship. 

2.  TCAIMS  II  can  produce  an  initial  rail-loading  plan  for  a  unit  movement  that  can  be  used  to  order 
transportation  for  the  move.  TCAIMS  II  can  also  produce  unit  equipment  lists  for  such  a 
movement,  although  such  lists  often  require  refinement  by  the  other  systems  that  use  them,  such  as 
ICODES.  However,  TCAIMS  II  has  no  capability  to  produce  a  detailed,  final  rail  car  loading  plan 
nor  can  it  track  that  actual  equipment  that  is  loaded  onto  a  rail  car. 


3.  There  is  no  system  that  can  translate  a  ship  loading  plan  into  a  corresponding  rail  loading  plan  in 
such  a  manner  that  the  loaded  rail  cars  can  be  delivered  to  the  port  “just  in  time”  for  unloading  and 
transfer  onto  a  ship.  Considering  that  a  SBCT  deployment  requires  5-6  unit  trains  each  about 
5,000  feet  long,  and  that  there  are  many  constraints  the  manner  in  which  equipment  must  be 
loaded,  delivered  on  dock,  and  unloaded,  this  is  not  a  simple  process. 

4.  There  is  no  system  that  can  monitor  and  manage  rail  transportation  to  the  port  to  achieve  efficient 
port  operations  with  minimal  disruption  to  commercial  operations. 

Two  key  individuals  who  must  collaborate  to  achieve  the  above  are  the  military  ship  stow  planner  and  the 
military  rail  load  planner.  Each  of  these  users  is  an  expert  in  his  own  discipline.  The  need  for  collaborative 
work  comes  about  because  the  rail  loads  need  to  be  planned  in  such  a  manner  that  they  can  be  delivered  to 
the  port  and  military  equipment  removed  from  the  rail  cars  “just-in-time”  for  stowing  onto  the  ship.  The 
Surge  Deployment  Web  Portal  provides  a  collaborative  interface  between  a  ship  load  planner  (using 
ICODES)  and  a  military  rail  load  planner  (using  TCAIMS  II). 

The  functional  requirements  (see  4.1)  developed  for  our  Surge  Deployment  Web  Portal  are: 

1 .  Interface  with  ICODES  through  a  web  service  interface  to  be  provided  by  ICODES  to  receive 
visualizations  (as  SVG  files)  of  ship  load  plans  along  with  associated  entity  data. 

2.  Display  ICODES  stow  plans. 

3.  Provide  a  link  back  to  ICODES  so  that  a  user  can  use  ICODES  directly  to  modify  ship  stow  plans. 

4.  Display  unit  equipment  lists  received  from  TCAIMS  II. 

5.  Display  preliminary  rail  plans  received  from  TCAIMS  II. 

6.  Allows  a  human  user  to  compare  a  ship  stow  plan  with  rail  loading  plan  to  identify  discrepancies. 

7.  Create  a  plan  of  ship  loading  order  (’’ship  load  plan”)  from  an  ICODES  ship  stow  plan. 

8.  Create  a  rail  load  plan  from  a  ship  load  plan.  This  will  plan  the  rail  loads  so  that  the  arrival  order 
of  unit  equipment  at  the  port  can  be  in  the  correct  sequence  and  ’’just  in  time”  for  loading  onto  the 
ship. 

9.  Re-plan  in  response  to  incremental  and  partial  changes. 

10.  Re-plan  in  response  to  rail  conditions,  such  as  rail  cars  that  are  left  behind  due  to  mechanical 
problems  or  trains  that  arrive  out  of  sequence. 

1 1 .  Identify  mis-matches  in  rail  load  and  ship  stow  plans  and  to  suggest  rail  operations  at  the  JPPSP 
that  will  correct  the  problems. 

Figure  9  shows  the  second-level  user  interface  of  the  Surge  Deployment  Web  Portal,  giving  access  to 
functions  that  support  a  given  deployment  (named  “Example  1”  in  this  case).  Key  aspects  of  the  operation 
of  the  portal  are: 

1 .  Active  deployments  appear  as  tabs  on  the  top  bar  of  the  top-level  page. 

2.  On  the  second  level  page  there  are  tabs  to  access  pages  for  the  ship  stow  plan,  the  ship  load  plan, 
and  the  rail  load  plan.  Each  of  these  displays  their  respective  plan  in  various  formats  including 
tabular  and  graphical. 

3.  The  ship  stow  plan  page  includes  access  to  the  function  that  creates  a  ship  load  plan  from  a  ship 
stow  plan 

4.  The  rail  load  plan  page  includes  access  to  the  function  that  creates  a  rail  load  plan  from  a  ship  load 
plan. 


Figure  9.  First  page  of  the  Surge  Deployment  Web  Portal 

Space  limitations  in  this  paper  prevent  a  complete  description  of  how  the  web  portal  implements  all  aspects 
of  load  planning;  however,  the  capabilities  and  how  they  are  implemented  are  summarized  below. 

1.  The  web  portal  contains  Military  Load  Planning  Library  containing  a  complete  set  of  reference 
documents  for  military  load  and  transportation  planning.  Web  portal  search  can  readily  find  the 
documents  of  interest  to  a  particular  deployment  plan.  These  documents  include  the 
Transportation  Engineering  Agency’s  (TEA)  publications  applicable  to  ship  loading  and  ship  stow 
planning  ([55-19],  [700-4],  [700-5],  [700-6]). 

2.  key  data  from  the  TEA  publications  into  spreadsheet  form  for  use  by  algorithms.  Cargo  flow  path 
information  is  among  the  data  extracted  from  [700-6].  It  defines  the  order  in  which  the  holds  on  a 
ship  are  loaded  as  well  as  which  ramps  are  used  in  the  path  to  each  hold.  The  web  portal  also 
extracts  key  figures  in  graphical  form  and  links  to  them  from  key  pages  for  each  deployment  based 
on  rail  and  ship  equipment  types.  Figure  10  shows  a  portion  of  a  diagram  of  the  holds  on  the 
USNS  Shugart  from  page  190  of  [700-4]  needed  to  understand  the  ICODES  stow  plan  shown  in 
Figure  11. 

3.  The  web  portal  extracts  key  data  from  the  port  planning  for  use  by  web  portal  algorithms  in 
spreadsheet  form.  This  data  includes  the  specific  terminals  used  for  military  deployments  at  each 
port  along  with  the  characteristics  of  each  terminal,  such  as  the  amount  and  configuration  of  on- 
dock  and  near  dock  rail  track. 


Figure  10.  Portion  of  a  depiction  of  the  holds  on  USNS  Shugart 

4.  For  each  active  deployment,  the  web  portal  periodically  retrieves  ship  stow  plans  from  the 
ICODES  system.  These  plans  change  frequently  as  planning  progresses,  so  iterative  re-planning  is 
the  norm.  The  web  portal  allows  users  to  visualize  plans  both  as  spreadsheets  and  graphically. 
Figure  11  shows  a  portion  of  a  stow  plan  received  from  ICODES  presented  graphically  while 
Figure  12  shows  a  portion  of  the  same  stow  plan  presented  as  a  spreadsheet. 
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Figure  11.  ICODES  stow  plan  presented  graphically 
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Figure  12.  ICODES  stow  plan  presented  as  a  spreadsheet 

5.  The  ship  load  planning  algorithm  implemented  in  the  code  behind  the  web  portal  incorporates  a 
heuristic  algorithm  (see  [BLUM])  that  uses  the  hold  and  stow  position  data  from  ICODES 
together  with  the  cargo  flow  path  from  [700-6]  to  produce  a  ship  loading  plan.  This  plan  divides 
cargo  into  load  classes  based  on  how  the  cargo  enters  the  ship.  A  separate  load  class  represents 
each  crane  and  each  ramp  because  cargo  is  divided  into  separate  groups  based  on  this  criterion. 
The  algorithm  next  determines  a  load  order  for  each  item  within  each  class.  The  algorithm  output 


is  in  spreadsheet  form  with  one  worksheet  for  each  load  class.  The  load  order  is  a  column  within 
each  class. 

6.  The  rail  load  planning  algorithm  implemented  in  the  code  behind  the  web  portal  uses  a  heuristic 
algorithm  that  uses  the  ship  loading  plan  produced  in  Step  5  above  together  with  the  equipment 
characteristics  and  the  rail  car  loading  data  in  [55-19]  to  produce  a  rail  loading  plan.  This  plan  is 
designed  so  that  equipment  in  each  class  may  be  scheduled  to  arrive  at  the  terminal  at  the  port  in 
the  order  that  it  is  needed  to  load  the  ship.  It  suggests  the  best  type  of  rail  car  for  each  item  and  the 
sequence  of  rail  cars  needed  at  the  rail  loading  point.  The  algorithm  output  is  in  spreadsheet  form 
with  one  worksheet  for  each  train.  The  rail  car  order  and  cut  number  (i.e.,  contiguous  subsets  of  a 
train)  is  a  column  in  the  sheet  for  each  train.  Rail  car  cuts  are  planned  based  on  the  number  and 
length  of  on-dock  rail  tracks  available  at  the  terminal  (see  Step  3  above.)  [Note:  A  military  unit 
train  is  typically  between  5,000  and  6,000  feet  in  length.  Most  on  dock  rail  spurs  are  shorter  than 
that,  typically  only  2,000  to  3,000  feet  in  length.  This  requires  dividing  each  military  unit  train 
into  subsets  (cuts)  at  a  near  dock  rail  facility,  with  each  cut  of  rail  cars  delivered  independently  to 
the  on-dock  rail  facility.] 

5  Conclusions  and  future  work 

This  paper  has  described  a  web  portal  that  provides  collaborative  interfaces  to  enable  cost-effective 
solutions  to  key  problems.  The  regional  planning  web  portal  has  successfully  demonstrated  that: 

1.  reference  information  can  be  collected  in  a  set  of  shared  libraries  where  it  can  be  accessed  and 
searched  using  robust  and  configurable  enterprise  search  tools; 

2.  tagging  data  sets  with  XML  tags  that  can  be  understood  by  search  engines  enables  data  sets  to  be 
effectively  searched  and  values  returned  in  search  results; 

3.  wikis  provide  an  effective  technique  to  deploying  descriptive  information  in  a  manner  that  it  can 
not  only  be  easily  accessed  and  searched  but  it  can  also  be  edited  directly  by  community  members; 

4.  blogs  are  an  effective  technique  for  sharing  individual  points  of  view  as  well  as  dissemination  of 
information  on  specific  topics  with  team  members;  and 

5.  disparate  modeling,  simulation,  and  analysis  programs  used  in  regional  planning  can  be  integrated 
in  a  web  portal  where  a  common  user  interface  and  common  input  and  output  data  formats  support 
data  sharing  and  insulates  the  user  from  the  different  input  and  output  formats  of  those  programs. 

The  military  transportation  planning  web  portal  has  successfully  demonstrated  that: 

1 .  needed  information  can  be  acquired  by  a  web  portal  using  web  service  interfaces; 

2.  a  ship  stow  plan  can  be  used  as  the  basis  for  creating  a  ship  loading  plan; 

3.  a  ship  loading  plan  can  be  used  as  the  basis  for  creating  a  rail  load  plan; 

4.  a  collaborative  web  portal  using  industry-standard  formats  is  an  effective  user  interface  between 
ship  stow  planners  and  military  transportation  planners. 

The  SM21  program  is  funded  for  two  additional  years.  In  these  future  years,  the  base  functionality 
developed  in  the  first  year  is  expected  to  be  expanded  by: 

1 .  adding  additional  data  sets, 

2.  enhancing  the  knowledge  base  in  the  wikis  and  blogs, 

3.  incorporating  models  to  support  additional  simulations  and  analyses, 

4.  conducting  experiments  in  conjunction  with  unit  deployments  to  demonstrate  the  functionality, 

5.  working  real  regional  planning  tasks  collaboratively  with  regional  stakeholders  using  the  features 
of  the  web  portal, 

6.  implementing  web  service  interfaces  with  key  military  systems  such  as  ICODES  and  TCAIMS-II, 
and 

7.  expanding  the  portal’s  command  and  control  capabilities  to  support  a  regional  common  operating 
picture  for  goods  movement. 


Some  additional  web  portal  pages,  visualizations,  and  algorithms  planned  for  future  development  include: 

1 .  interact  with  the  Military  Expediting  Service  to  monitor  the  progress  of  rail  movements  to  the 
JPPSP; 

2.  verify  that  all  cars  of  each  train  involved  in  the  movement  are  in  the  correct  order  based  on  the 
analysis  of  Car  Location  Messages  from  the  military  unit  trains; 

3.  plan  rail  operations  at  classification  yards  or  other  rail  switching  facilities  to  reorder  cars  on  trains 
as  required  to  meet  changed  circumstances; 

4.  visualize  the  movement  of  trains  to  near  port  rail  yards  and  then  of  the  movements  of  cuts  of  rail 
cars  to  the  terminal  at  the  port; 

5.  predict  rail  car  cut  unloading  time  to  staging  areas  and  ship  loading  time  from  staging  areas  based 
on  equipment  characteristics  and  cargo  flow  path; 

6.  visualize  ship  loading  based  on  ship  loading  plans;  and 

7.  plan  the  order  of  convoys  to  a  port  along  with  the  equipment  required  to  transport  unit  equipment 
that  cannot  be  driven  over  roadways  under  its  own  power. 
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Outline  of  Presentation 

•  The  Strategic  Mobility  21  (SM  21)  Program 

•  The  opportunities: 

•  Regional  planning 

•  Military  transportation  planning 

•  Approach 

•  The  Regional  Planning  Web  Portal 

•  The  Military  Ship  and  Rail  Load  Planning  Web  Portal 

•  Future  research 
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Strategic  Mobility  21 


•  R&D  effort  managed  by  ONR 

•  Initial  focus  on  Southern  California  regions 

•  Joint  Power  Projection  Support  Platform  (JPPSP)  at 
the  Southern  California  Logistics  Airport  (SCLA)  near 
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Exhibit  12  shows  the  locations  of  over  1000  regional  distribution  centers  (DCs).  The  same  On¬ 
tario/Mira  Loma  concentration  shown  in  the  port  survey  data  is  apparent  in  this  map.  The  study 
team  developed  a  preliminary  analysis  of  the  potential  for  an  inland  port  rail  shuttle  serving  this 
DC  concentration  as  an  indication  of  the  overall  potential  of  the  inland  port  concept  in  reducing 
track  VM  and  emissions. 
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Journal  of  Commerce,  26  March  2007,  page  52 
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This  is  the  Regional  Planning  Web  Portal  of  the  Strategic  Mobility  21  Program. 

How  to  use  this  web  site 
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This  web  portal  provides  information  and  tools  that  support  the  regional  planning  process  in  the  Southern 
California  area.  Features  are  accessed  either  through  the  "Quick  Launch"  bar  on  the  left  or  the  tabs  near  the 
top.  Key  features  are: 
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site. 
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topics.  At  present  there  are  two  of  these,  both  devoted  to  the  design  of  this  web  portal. 

The  "Wikipedia"  is  an  encyclopedia  of  concepts  and  terminology  concerning  logistics  and  transportation. 
These  are  the  basis  for  all  aspects  of  the  design  of  this  web  site,  and  especially  its  Modeling,  Simulation, 
and  Analysis  features. 

The  SM21  "Stakeholders"  wiki  library  contains  articles  about  stakeholders  of  the  SM21  Program.  These 
articles  include  information  gathered  from  stakeholders  during  interviews. 

The  SM21  "Modeling,  Simulation,  and  Analysis"  (MSA)  area  gives  you  access  to  a  collection  of  data 
relevant  to  studying  regional  planning  issues  in  the  Southern  California  area.  This  information  is 
organized  and  defined  based  on  the  concepts  in  the  SM21  Wikipedia.  Most  information  is  viewable  as 
lists  or  spreadsheets.  Some  information  may  also  be  viewed  graphically. 
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The  Regional  Planning  Web  Portal  has  been  activated  on  the  SM21  Server  in  Victorville.  The  initial  site  already  contains  useful 
content,  however  much  more  will  be  added  over  the  next  two  and  a  half  months. 
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Source:  ICTF  Briefing  Guide 


History 


The  ICTF  project  was  originally  conceptualized  by  the  Ports  of  Long  Beach  and  Los  Angeles.  The  original  concept  of  the  Ports  was  to  involve  all  three  railroads  in  a  joint  facility.  The  ATSF  and  the  UP 
declined  to  participate  in  the  Ports  project  believing  that  their  downtown  facilities  had  enough  capacity  to  handle  the  ports  projected  growth.  Uncertainties  in  the  Panama  Canal  and  the  development  of 
doublestack  technologies  are  primarily  responsible  for  the  explosions  in  land-bridge  volumes.  The  two  ports  and  the  UP  formed  a  Joint  Powers  Authority  to  build  and  fmance  the  construction  of  the  ICTF. 
The  JPA  authorized  a  Bond  issue  to  fmance  the  construction  of  the  ICTF.  A  requirement  of  the  Bond  issue  is  a  gate  charge  for  all  containers  entering  or  leaving  the  ICTF,  currently  $30.00. 


Physical  Description 


The  ICTF  is  located  in  Long  Beach  adjacent  to  the  intersections  of  the  405  and  Long  Beach  freeways  at  2401  East  Sepulveda  Boulevard.  The  Terminal  Island  freeway  terminates  at  the  front  entrance  to 
the  ICTF.  Alameda  Boulevard  is  the  other  main  access  to  the  Ports.  The  ICTF  is  approximately  four  miles  from  the  Ports  of  Los  Angeles  or  Long  Beach. 


This  facility  has  a  single  rail  entrance  at  the  North-end.  The  South-end  was  to  have  been  the  UP  and  ATSF  access.  As  a  result  of  the  single  access  the  two  tracks  on  the  outside  are  reserved  for  run¬ 
around  and  escape  track.  The  budgeted  expansion  for  ICIT  allows  for  the  conversion  of  these  two  tracks  to  working  tracks.  Currently  there  are  six  working  tracks  ranging  in  length  from  12  to  17  DS  cars 
in  length.  The  two  escape  tracks  will  expand  the  number  of  working  tracks  to  seven. 


There  are  two  primary  items,  which  allow  the  ICTF  to  handle  the  large  volumes  of  containers  efficiently: 


1.  Storage  of  trains  and  equipment:  Dolores  Yard  has  10  tracks  roughly  double  in  size  to  those  within  the  ICTF.  With  the  availability  of  Dolores  Yard  all  of  the  working  tracks  within  the  ICTF  can  be  used 
for  production.  If  Dolores  Yard  was  not  available,  the  capacity  of  ICTF  would  be  less  than  one  half  of  its  current  capacity.  Dolores  Yard  is  used  in  combination  with  the  ICTF  to  stage  empty  double-stack 
cars  and  other  intermodal  equipment  and  inbound  or  portions  of  outbound  trains  until  they  can  be  handled.  Working  tracks  within  a  facility  that  have  equipment  stored  or  held  on  them  cannot  be  use  for 
production. 


2.  The  computerization  of  the  inventory:  the  ICTF's  inventory  is  computerized.  All  of  the  assigned  parking  spaces  within  the  ICTF  are  numbered  and  color-coded  to  allow  them  to  be  assigned  to  a 
container  on  a  chassis.  This  inventory  is  kept  accurate  by  assigning  all  entry  into  this  facility.  All  of  the  hostlers  within  this  facility  also  have  on-board  computer  devices  which  allows  the  records  to  be 
updated  by  the  yard  hostlers  anytime  they  move  a  container  within  the  yard.  All  of  the  containers  departing  the  gate  of  this  facility  are  recorded  and  the  inventory  updated.  The  ICTF's  inventory  and 
activity  reporting  is  conducted  and  maintained  in  OASIS  computer  system.  OASIS  offers  real-time  reporting  of  all  yard  activities.  OASIS  location  finders  are  available  onsite  for  truckers  to  obtain 
locations  of  containers  in  the  yard. 


Link  to  a  diagram  of  the  ICTF 


\  Local  intranet 


Done 


GSC 

Associates 


Geo-spatial  visualization 


Boron 

fibers  Lake 


Rosamond 


Jt&sartidncS 


I  Victorville 


I  Palmdale 


Angeles  N  onal  Forest 


Yucca  Valley 


Ferna 


Twentynii 

Pain 


aney  Perns  San  Jn  fcs 

PerriA  Reservoir  Jacinto  Palm  Springs  Cii 

.  °  Idyllwild  D 


Beach 


GSC 

Associates 


Example:  Least  Cost  Path  Optimization 


a  Opt_Test_Nodes.xlsx 


A 

B 

C 

D 

E 

F 

G 

H 

1 

J  K 

L 

1 

Name 

Property 

name 

Property 

value 

Property 

name 

Property 

value 

Property  name 

Property 

value 

Property  name 

Property 

value 

Property  Property  value 
name 

2 

Ports 

Node  cost 

0 

Supply/Demand 

160 

Node  capacity  UB 

200 

Node  Capacity  LB 

0 

lon;-118  238811 

lat;  33  758315 

Geolocatior  datum;  WGS84 

3 

Hobart 

Node  cost 

0 

Supply/Demand 

0 

Node  capacity  UB 

200 

Node  Capacity  LB 

0 

lon;-118.205166. 

lat;  34  mail? 

Geolocatior  datum;  WGS84 

4 

E 

Palmdale 

Yucca  Valley 

Node  cost 

Node  cost 

0 

0 

Supply/Demand 

Supply/Demand 

-120 

-40 

Node  capacity  UB 

Node  capacity  UB 

200 

200 

Node  Capacity  LB 

Node  Capacity  LB 

0 

0 

lnn= -118  11178? 

Iat;34  576881 

Geolocatior  datum;  WGS84 
lnn= -118  4338? 

lat;  34 101571 

Geolocatior  datum;  WGS84 

2 

Victoruille 

Node  cost 

0 

Supply  /Demand 

0 

Node  capacity  UB 

200 

Node  Capacity  LB 

0 

lon= -117.292957. 

lat;  34  537872 
Geolocatior  datum;  WGS84 

7 

8 


@£  LCP  Test, xlsx 


m 

A 

B 

C 

i 

Property  name 

Property  value 

2 

Title 

Least  Cost  Path  Optimization  Results 

3 

Nodes  file 

c:\portal\optimization\input\Opt_Test_Nodes.xlsx 

4 

Links  file 

c:\p  o  rta  l\o  pti  m  i  z  ati  o  n\i  n  p  ut\0  pt_T  e  st_Li  n  ks .  x  1  s  x 

5 

Results  file 

c:\p  o  rt  a  l\o  pti  nn  i  z  at  i  o  n\o  utp  ut\LCP  Te  st.  x  1  s  x 

6 

LCP  total  flow 

1520 

7 

LCP  flow  per  link 

60,100,40,20,20,0 

a 

c 

D 

E 

1  F 

G 

H 

1 

J 

K 

1 

Start 

End 

Property 

name 

Property 

value 

Property 

name 

Property 

value 

Property 

name 

Property 

value 

2 

Ports 

Hobart 

Cost 

1 

Capacity  UB 

150 

Capacity  LB 

0 

3 

Ports 

Palmdale 

Cost 

9 

Capacity  UB 

100 

Capacity  LB 

0 

4 

Hobart 

Yucca  Valiev 

Cost 

8 

Capacity  UB 

60 

Capacity  LB 

0 

5 

Hobart 

Victorville 

Cost 

9 

Capacity  UB 

100 

Capacity  LB 

0 

6 

Victorville 

Palmdale 

Cost 

3 

Capacity  UB 

100 

Capacity  LB 

0 

7 

8 

Victorville 

Yucca  Valiev 

Cost  J 

1  5 

Capacity  UB 

60 

Capacity  LB 

0 

GT-IT* 


'  Fftvortes  tools  beJp 


GSC 

Associates 


jos  Sr*. 


The  Military  Ship  and  Rail  Load 
Planning  Web  Portal 
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•  Fill  gaps  with  existing  technologies,  new 
algorithms,  and  process  revisions 
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Library 
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Welcome  to  the  Rail  Car  wiki  library! 

You  can  get  started  and  add  content  to  this  page  by  clicking  Edit  at  the  top  of  this  page,  or  you  can  learn  more  about  wiki  libraries  by  clicking  How  To  Use  This  Wiki  Library. 

Extracted  from  Tiedown  Handbook  For  Rail  Movements  (TEA  PAM  55-19) 

Section  IX.  Flatcar  Types 

A  relatively  few  types  of  chain-equipped  flatcars  serve  the  bulk  of  the  military's  needs.  Flatcar  lengths  fall  into  two  main  categories:  60  to  68  feet  and  89  feet.  The  shorter  cars  are 
typically  about  10  to  10-1/2  feet  wide  and  the  89-foot  cars  are  9  to  9-1/2  feet  wide.  Most  of  the  commercial  flatcars  are  nominally  70-ton  capacity  cars,  while  the  DOD-owned  cars  (DODX) 
are  100-ton  cars  for  the  DODX  41000-  and  42000-series  (figs  16  and  17)  and  140-ton  cars  for  the  DODX  40000-series  (fig  18).  The  weight  each  flatcar  can  actually  carry,  and  which  you 
must  not  exceed,  is  stenciled  on  the  side  as  the  load  limit  (LD  LMT).  Additional  information  is  published  in  MIL-STD-1366  available  at  httD://assist2.daDs.dla.mil/ouicksearch/  or  at 
https://www.tea.armv.mil/pubs/res/deplov/transinstruction/MIL-STD-1366D.pdf  starting  on  page  17. 

Among  the  commercial  flatcars,  the  majority  are  owned  by  TTX  Company  with  the  others  being  owned  by  the  various  railroads.  The  OTTX  (fig  19),  most  ITTX  (fig  20),  and  similar  flatcars 
are  equipped  with  3/8-inch  chains,  which  are  suitable  for  the  generally  lighter  military  vehicles.  The  HTTX  (fig  21),  TTDX  (fig  22),  and  some  ITTX  cars  are  equipped  with  1/2-inch  chains 
suitable  for  all  military  vehicles  that  will  fit  on  each  car  type.  These  TTX  cars  will  reach  the  end  of  their  50-year  life  and  will  be  scrapped  around  2015. 


Figure  19.  OTTX  60-foot  flatcar. 

B.  FLATCAR  SUPPLY 

1.  You  will  likely  encounter  both  DODX  and  non-DODX  flatcars. 

2.  DODX  40000-series  flatcars  (6-axle,  68')  can  carry  two  heavy  tracked  vehicles  and  DODX  41000-series  flatcars  (4-axle,  68')  can  carry  one;  these  are  the  only  flatcars  authorized 
to  carry  heavy  tracked  vehicles.  Their  68-foot  length  also  makes  them  useful  to  carry  tractortrailer  combinations  such  as  the  HET  and  the  Patriot. 

3.  DODX  40000-,  41000-,  and  42000-series  (4-axle,  89')  flatcars  all  have  1/2-inch  chain  tiedown  assemblies  for  vehicles  and  container  attachment  points  for  20-foot  ISO  containers, 
nnnx  ARCIfin-sprips  flatcars  (4-av|p.  RR,'l  havp  nnlv  rnntainpr  attachment  points. 
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Load  Planning 


This  page  executes  the  Load  Planning  functions  of  the  Strategic  Mobility  21  Program.  The  only  required  input  data  is  a  Deployment  File 
that  contains  links  to  all  the  other  data  needed  to  plan  the  rail  and  ship  loading,  including  the  Ship  Stow  Plan  (from  ICODES),  the 
associated  Ship  Configuration  File  (created  from  TEA  data),  the  Rail  Transportation  Plan  (from  TC-AIMSII),  and  the  Terminal  File.  The 
Output  file  is  automatically  named  based  on  the  name  of  the  Deployment  File. 


Step  I:  Select  deployment 

a.  Browse  to  select  the  Deployment  File.  If  yon  are  running  from  within  the  Regional  Planning  W  eb  Portal,  this  file  shonld  be  selected 
from  the  Deployment  Library. 
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Upload 

File 


Deployment 

File 


Browse...  |  Upload  |  L&°  f,le  'Exan,P,e  1  vlxkx' was 


uploaded. 


Step  II:  Execute  the  Load  Planning  Function: 


Plan  the  Loading  | 


Step  III:  View  the  results  (below  and  also  in  the  output  file): 


The  Load  Planning  function  was  successfully  executed. 

Output  file  Example  1  vl  Output. xlsx  was  created 
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Future  research 


•  Apply  the  Load  Planning  Web  Portal  to  an  upcoming 
deployment 

•  Add  to  datasets,  wikis,  and  tools 

•  Apply  the  Regional  Planning  Web  Portal  to  several 
specific  regional  issues 

•  Add  rail  operation  planning  to  the  Load  Planning 
Web  Portal 

•  Study  wiki  use  by  communities  of  interest  in  “solving” 
wicked  problems 
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